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oy Agras T25

A Little Smaller. A Little Smarter.

The AGRAS T25 redefines standards for compact agricultural drones. Light and nimble, the
Agras T25 can easily be handled by one person. It can carry a spraying payload up to 5.28 Gal
(20 L) or a spreading payload up to 55 lbs (25 kg). The Agras T25 is equipped with Front and
Rear Phased Array Radars, a Binocular Vision System, and a high resolution FPV gimbal camera.

The Agras T25 supports multiple missions, from spraying and spreading to mapping and excels
across a variety of terrains.

The Agras T2S is the best multi-use small platform
aircraft for performance, productivity, and value.

Agras T25 is a perfect fit for: The Agras T25 offers the same

« Extended flight time missions reliability as the Agras T50, but
« Specialty use applications with a lightweight foldable body
« Test plots and research fields design that reduces aircraft size
« Preventing non-target spray drift for greater portability.

www.terraplexpnw.com
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Features

Spray System
+5.28-gallon liquid tank

« Consistent spray swath up to 23 ft when spraying 10
ft above crop canopy

« Two atomizing spray nozzles making adjusting
droplet size easy - 50-500 um

« Single pump flow rate up to 4.2 gal/min

« Live level meter and on-board scales provide
readings of the remaining volume of liquid in tank

Efficiency & Operations
« Field coverage up to 29 acres per hour at 2 GPA

« Combines spraying, spreading, and mapping
functions with RTK for centimeter level accuracy

« High resolution FPV gimbal camera

« Ability to operate continuously with 2 batteries, 1
charger, and a generator on site

Learn more at
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Spreader System

« Spreader tank designed to hold 55 Ibs (25kg)
of granular material

« Effective spreading width of 16-26 ft based on
material diameter, spinner disk speed, hopper
outlet size, and flight altitude.

« Spreader and spiral channel spinning disk

Operator Safety & Ease of Use

« Complete autonomous mission planning is
fast, easy, and customizable

« Equipped with active phased array radar
and a binocular vision sensor system for
360-degree horizontal omnidirectional
obstacle sensing

« Weight: 56 Ibs without battery. Foldable
design reduces size.

, or talk to a technical expert at one of our sales and service locations.

CONTACT OURTEAM

Todd Brown
509-230-4855

Jamie Rovey
509-595-0222

Doug Bruce
509-981-8389

Josh Bafus
509-336-5634

Tyson Lowley
208-651-0592

Hefty Seed
509-287-2900

Russel Erickson
509-570-6722

Zach Zacharisen
509-553-1438



